
Features

U Deposits a wide variety of flowable products
with equal scaling accuracy by use of a scaling

mechanism consisting of a rotating blade in the

depositing chamber which allows an extremely

gentle movement of product.

U Standard depositing chambers are available in
five sizes and three volumetric diameters to

allow a scaling range from 3/4 ounce to over

80 ounces into a single pan per stroke.

U Allen Bradley PLC assures high accuracy scal-
ing and quick changeover from one product to

another.

U Designed for easy maintenance, simplicity of
operation, longevity and fast changeover.

U Meets BISSC standards

Excalibur Depositor

Application
The Fedco Excalibur Depositor is an automatic depositor for scaling of semi-fluid products at high production

rates.



Excalibur Depositor
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Specifications

UElectrical: 120 volts, single phase, 60 Hz

Options
U Level probe

U 340 quart extended hopper

U Cantilevered or conveyorized models available

Direction of Travel

75” (1905 mm)

Conveyor Length
65 3/8”

(1660.5 mm)
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Solenoid

Enclosure

FEDCO SYSTEMS CO. 1920 GUNN HIGHWAY ODESSA, FL 33556 U.S.A.
TEL:  813 920.6641  800 922.6641 FAX: 813 920.6648  EMAIL: sales@fedcosystems.com  WEB:  www.fedcosystems..com


