
the baker‘s 
crown

THE rEx PrOGrAM – OvErviEw

aUtoMatic doUgh dividing and roUnding Machines
Mini. basic. cLassic. FUtUra. indUstrie. 

Mini rex basic rex classic rex

classic rex Futura industrie rex
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MiNi rEx

MiNi rEx fuTurA

  weight approx.: 350kg

  rated power supply:  0,75kw

  relay control

  Plastic drum

  Max. 25 strokes/minute

  weight approx.:  350kg

  rated power supply: 0,75kw

 PLc control

  Plastic drum

  Max. 33 strokes/minute

weight ranges 
depending on dough 
consistency

rows        
                 
                 
               

max. output
pieces/hour

dividing 
pistons size

cam plate eccentric cross separation 
dividing drum 

13-35g 2 3000 skg 40 divided 17 - 25 80
17-45g 2 3000 skg 45 divided 17 - 25 80
22-60g 2 3000 skg 51 divided 20 - 28 80
25-70g 2 3000 skg 54 divided 20 - 28 80
28-85g 2 3000 skg 58 divided 20 - 28 80

40-110g 2 3000 skg 63 divided 20 - 28 80
52-130g 2 3000 akg 67 divided 20 - 28 80
55-160g 2 3000 akg 70 divided 20 - 28 80

weight ranges 
depending on 
dough consistency

rows                  max. output
pieces/hour

dividing 
pistons 
size

cam plate eccentric cross 
separation 
dviding drum

13-35g 2 4000

13
-8

5g

skg 40 divided 17 - 25 80

16-40g 2 4000

16
-1

05
g

skg 45 divided 17 -25 80

20-65g 2 4000

20
-1

30
g

skg 51 divided 20 -28 80

25-75g 2 4000

25
-1

40
g

skg 54 divided 20 -28 80

35-85g 2 4000

35
-1

60
g

skg 58 divided 20 -28 80

40-105g 2 4000 skg 63 divided 20 -28 80

65-130g 2 4000 akg 67 divided 20 -28 80

70-140g 2 4000 akg 70 divided 20 -28 80

85 -160 g 2 4000 akg 75 divided 20 - 28 80

combinable weight 
ranges
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weight ranges 
depending on 
dough consistency

rows          
                   
                   
          

max. output
pieces/hour

dividing 
pistons size

cam plate eccentric cross 
separation 
dividing 
drum 

20-50g 3\4\5\6 4500/6000/7500/9000 sk 47 rigid 20 70

22-55g 3\4\5\6 4500/6000/7500/9000 sk 51 rigid 20 70

25-65g 3\4\5\6 4500/6000/7500/9000 sk 54 rigid 23 70

35-80g 3\4\5\6 4500/6000/7500/9000 sk 58 rigid 23 70

50-110g 3\4\5\6 4500/6000/7500/9000 sk 63 rigid 25 70

52-115g 3\4\5\6 4500/6000/7500/9000 sk 65 rigid 25 70

55-125g 3\4 4500/6000 sk 67 rigid 27 85

60-135g 3\4 4500/6000 sk 70 rigid 27 85

BAsic rEx

cLAssic rEx

  weight approx.: 600kg

  rated power supply: 2kw

  relay control

  changeable drum ledges 

  Max. 25 strokes/min

  weight approx.:  950kg

  rated power supply: 2kw

  PLc/relay control

 changeable drum ledges 

  Max. 25 strokes/min

* at 3 row operation minumum dough yield of 156 required

* at 3 row operation minumum dough yield of 156 required

weight ranges 
depending on 
dough consistency

rows          
                   
                   
          

max. output
pieces/hour

dividing 
pistons size

cam plate eccentric cross 
separation 
dividing 
drum 

13-18g 6\8 9000/12000 sk 30 rigid 13 45
18-30g 6\8 9000/12000 sk 40 rigid 17 45
20-50g 3\4\5\6 4500\6000/7500/9000 sk 47 rigid 20 70
22-55g 3\4\5\6 4500\6000/7500/9000 sk 51 rigid 20 70
25-65 3\4\5\6 4500\6000/7500/9000 sk 54 rigid 23 70

35-85g 3\4\5\6 4500\6000/7500/9000 sk 58 rigid 23 70
50-110g 3\4\5\6 4500\6000/7500/9000 sk 63 rigid 25 70
52-115g 3\4\5\6 4500\6000/7500/9000 sk 65 rigid 25 70
55-125g 3\4\5 4500/6000/7500 sk 67 rigid 27 85
60-135g 3\4\5 4500/6000/7500 sk 70 rigid 27 85
65-160g 3\4\5 4500/6000/7500 sk 73 rigid 30 85
75-180g 3\4\5 4500/6000/7500 sk 75 rigid 31 85
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cLAssic rEx fuTurA

 weight approx.:  950kg

  rated power supply: 2kw

  PLc control

  changeable drum ledges

  Max. 25 strokes/min

fOr HiGH wEiGHT rANGEs - cLAssic rEx PLus

weight ranges 
depending on 
dough consistency

rows max. output
pieces/hour

dividing 
pistons size

cam plate eccentric cross 
separation 
dividing 
drum 

75 - 180g 3\4 3600/4800 sk 75 rigid 31 90

90 - 210g 3\4 3600/4800 sk 80 rigid 33 90

100 - 245g 3\4 3600/4800 sk 85 rigid 33 90

115 - 280g 3 3600 sk 90 rigid 35 115

125 - 300g 3 3600 sk 92 rigid 35 115

135 - 320g 3 3600 sk 95 rigid 38 115

weight ranges 
depending on 
dough consistency

rows        
                 
                 
                

max. output
pieces/hour

dividing 
pistons 
size

cam plate eccentric cross 
seperation 
dividing 
drum 

17-45g 3\4\5\6 4500/6000/7500/9000

17
-8

5g

sk 44 divided 17-25 70
20-50g 3\4\5\6 4500/6000/7500/9000

20
-1

10
g

sk 47 divided 17-25 70
22-55g 3\4\5\6 4500/6000/7500/9000

22
-1

25
g

sk 51 divided 20-28 70
25-65g 3\4\5\6 4500/6000/7500/9000 sk 54 divided 20-28 70
35-85g 3\4\5\6 4500/6000/7500/9000

35
-1

80
g

sk 58 divided 20-28 70
50-110g 3\4\5\6 4500/6000/7500/9000 sk 63 divided 20-28 70
55-115g 3\4\5\6 4500/6000/7500/9000 sk 65 divided 20-28 70
55-125g 3\4\5 4500/6000/7500 sk 67 divided 20-28 85
60-135g 3\4\5 4500/6000/7500 sk 70 divided 20-28 85
65-160g 3\4\5 4500/6000/7500 sk 73 divided 20-28 85
70-170g 3\4\5 4500/6000/7500 sk 75 divided 20-28 85
70-180g 3\4\5 4500/6000/7500 sk 78 divided 20-28 85

combinable weight 
ranges 

* at 3 row operation minumum dough yield 
 of 156 required 
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GrANdE rEx

GrANdE rEx fuTurA

  weight approx.:  950kg

 rated power supply: 2kw

  relay control

  Plastic drum 

  Max. 12 strokes/min

weight ranges 
depending on 
dough consistency

rows max. output
pieces/hour

dividing 
pistons size

cam plate eccentric cross 
separation 
dividing 
drum 

75 - 180g 3\4 2160/2880 sk 75 rigid 31 90
90 - 210g 3\4 2160/2880 sk 80 rigid 33 90

100 - 245g 3\4 2160/2880 sk 85 rigid 33 90
115 - 280g 3 2160 sk 90 rigid 35 115
125 - 300g 3 2160 sk 92 rigid 35 115
135 - 320g 3 2160 sk 95 rigid 38 115

weight ranges 
depending on 
dough consistency

rows max. output 
pieces/hour

dividing 
pistons 
sizes

cam plate eccentric cross 
separation 
dividing 
drum 

75 - 180g 4 2880

a
ll 

w
ei

g
ht

 r
an

g
es

 
co

m
b

in
ab

le
 

sk 75 rigid 31 90

no
 r

o
w

 r
ed

uc
tio

n 
p

o
ss

ib
le

90 - 210g 4 2880 sk 80 rigid 33 90
100 - 245g 4 2880 sk 85 rigid 33 90
115 - 280g 3 2160 sk 90 rigid 35 115
125 - 300g 3 2160 sk 92 rigid 35 115
135 - 320g 3 2160 sk 95 rigid 38 115
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rex – 
the heart of each bread roll plant



iNdusTriE rEx

iNdusTriE rEx ii

  weight approx.: 1500kg

  rated power supply: 6kw

  PLc control 

  changeable drum ledges

  Max. 50 strokes/min

weight ranges 
depending 
on dough 
consistency 

rows          
                   
                   
          

max. output
pieces/hour

dividing 
pistons size

cam plate cross 
separation 
dividing 
drum 

cross 
separation 
rounding 
drum 

10-20g 10 30000 22x34 divided 40 56

20-30g 10 30000 28x42 divided 40 56

30-100g 5\6\7\8 24000 40x60 divided 52 70

30-100g 3\4\5\6 9000/12000/15000/18000 40x60 divided 70 92

30-140g 3\4\5\6 9000/12000/15000/18000 42x75 divided 70 92

60-160g 3\4\5\6 9000/12000/15000/18000 45x75 divided 70 92

* at 3 row operation minumum dough yield of 156 required

weight ranges 
depending 
on dough 
consistency

rows          
                   
                   
          

max. output
pieces/hour

dividing 
pistons size

cam plate cross 
separation 
dividing 
drum 

cross 
separation 
rounding 
drum 

20-40g 5\6\7\8 15000/18000/21000/24000 25x42 rigid 52 52

22-60g 6\7 18000/21000 30x52 rigid 60 60

22-72g 3\4\5\6 9000/12000/15000/18000 35x52 rigid 70 70

33-95g 3\4\5\6 9000/12000/15000/18000 40x60 rigid 70 70

30-100g 3\4\5\6 9000/12000/15000/18000 40x60 divided 70 70

45-135g 3\4\5 9000/12000/15000 45x70 rigid 70 85

30-140g 3\4\5 9000/12000/15000 42x75 divided 70 85

* at 3 row operation minumum dough yield of 156 required 

iNdusTriE rEx i
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iNdusTriE rEx PLus

weight ranges 
depending 
on dough 
consistency

rows        
                 
                 
                

max. output
pieces/hour

dividing 
pistons sizes

cam plate cross 
separation 
dividing 
drum 

cross 
separation 
rounding 
drum 

85-180g 4 8400 54x80 rigid 85 107

100-210g 4 8400 60x100 rigid 85 107

150-300g 4 8400 65x110 rigid 85 107

180-350g 3 6300 75x115 rigid 100 115

450-620g 2 4200 100x115 rigid 140 180

iNdusTriE rEx iii

weight ranges 
depending 
on dough 
consistency

rows          
                   
                   
       

max. output
pieces/hour

dividing 
pistons sizes

cam plate cross 
separation 
dividing 
drum 

cross 
separation 
rounding 
drum 

10-20g 12\14 36000/42000 22x34 divided 40 56

20-30g 12\14 36000/42000 28x42 divided 40 56

30-100g 8\9\10 24000/27000/30000 40x60 divided 56 70

30-130g 8 24000 42x72 divided 70 92
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industrie rex – 
the heart of each industrial line



König Maschinen 
Gesellschaft m.b.H.
stattegger straße 80
8045 graz, aUstria
tel.: +43 316.6901.0 
Fax: +43 316.6901.115
info@koenig-rex.com
www.koenig-rex.com

Measurements indicated in mm - not binding, technical changes reserved, May 2009

handed over by: :

sErvicE ANd sPArE PArTs 
frOM THE MANufAcTurEr!

 each machine and unit undergoes a number of test runs 

with and without dough. Most of our technicans are 

actually trained bakers. the assemble the machine at our 

premises and then commission them, using their indepth 

knowledge of the baking trade. 

if you should encounter any problems, simply contact our 

spare parts and service department. we are available day 

and night from anywhere in the world:

during office hours:   +43 316.6901.0

Outside office hours:  +43 316.6901.739


