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World Leader in Sophisticated Packaging Systems

series overview

he BestPack® MSDBF sealer

is a unique combination of a
packing, flap folding, and carton
sealing station. This machine, which
features an extended sidedrive
system and attached 3 flap folder,
enables a person to erect, package,
flap fold, and seal a carton all in one
station.

BHestPacik

Il systems incorporate our
exclusive pop out pressure
sensitive tape heads with patented

tab adjustment, and the dual
(telescopic) masts allow for an extra
4" carton height extension on the
upper assembly.
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MSDBF22 Manual Side Drive

major features

« Extended Two Side Belt Drive System

« Bottom 4 Flap Folder w/ Top 3 Flap Folder

« Attached T-Rail Packing Station (additional t-rail adaptors may be needed depending on box sizes)
«Telescopic Mast Design

«Extra 4” Carton Height Adjustment Available on Upper Assembly

*Adjustable Bed Height 24.6” to 30.75”

«Width/Height Adjustment either side of machine

«Exclusive 4 roller top compression

«Tape Roll Lengths: 1000 yd., 1500 yd., 2000 yd.

*Heavy Duty Frame

UL Approved Electrical Parts

«Designed for uniform applications Capable of Interchanging 2” or 3” Tape Heads
«Electrical on/off box can be mounted on either side of machine

standard features

« Folds top 3 flaps and bottom 4 flaps

« Exclusive Pop-out pressure sensitive “high speed” tape head with patented tab adjustment and noise reduction arm
« Carton Compression Unit (top)

« T-Rail Packing Station

« Operation Manual
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World Leader in Sophisticated Packaging Systems

optional features

« Spare Parts Kit
» Motorized Height and/or Width Adjustment
« Interlock Safety Gates

Locking Castors

machine & carton specifications

« Power Requirements: 110 Volts 60 Hz
« Speed: Up to 20 cartons/minute

series comparison table

« Stainless Steel

« T-Rail Adaptors (needed depending on box sizes)

« Infeed/Exit Conveyor

« Tape Head: Standard: 2’; Available: 3”
« Shipping Weight: 420 - 648 Ibs

Model Machine Size Carton Range Cartons/Min. Wse?;z?i(Tt?s.)
;\/I_SraDFI)Sjjjaﬁ 100" x 32.8" x 55.5" |[(7.8"-23.6") x (7.8"-19.6") x (4.0"-19.6") Up to 20 420
;\A_Srgsgjgaz 100" x 32.8" x 55.5” |(7.8"-23.6) x (7.8"-19.6") x (4.0"-19.6") Up to 20 420
g/l_?_aD:;jgai 125" x 43.8" x 55.5" | (14.0"-48.0") x (12.0"-30.0") x (6.0"- 19.6") Up to 20 648
;\A_?_aD;;jgaz 125" x 43.8"” x 55.5” | (14.0"-48.0") x (12.0"-30.0") x (6.0"-19.6") Up to 20 648

* All specifications capable of customization

**With skid plates
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